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1. Connect the A hose to the main body of the faucet;

2. Turn the height-adding pipe B to the bottom of the 

     main body and tighten the screw C;

3. Fix the washer D to the bottom of the riser and 

    tighten the screw E inside the washer.

.

Note:     You may purchase a suitable height-adding 
    pipe  from a local dealer or our company.



06 DIRECTIONS FOR USE

    Place your palm facing the sensor at the desired distance and press this button. After  

the sensor indicator light flashes continuously and goes out, remove your palm. Thus 

the sensing distance is set.

08 MAINTENANCE

Manual mode：

Automatic mode:

Rotate 360°

Function and operation method of the touch button:

Functions of the remote control:

1. Transmitting tube   

2. Indicator light  

3. QR Code  

4. Sensing distance increase key  

5. Sensing distance reduction key   

6. Automatic sensing distance setting key   

7. Touch function switch key

Function keys on the remote control panel:

The operation method of automatic setting key of sensing distance:

Use of touch switch key:

    This button can be used to turn o? the touch control function when the product is 

used in public places or other places.

    When the indicator light in the sensor flickers 

regularly, it indicates that the battery power is

low. At this time the automatic mode will stop 

working. Please replace the battery in time.

Check battery power:

    In the normal pressure, when the water flow get 

smaller. Maybe the debris has blocked the strainer.

Please clean the strainer.

Steps：

1.Close the water supply valve;

2.Remove the one-way filter valve with a spanner, 

   and take out the strainer A and clean it;

3.Installation restoration.

Clean strainer：

Hot

Cold

MAX

MIN
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    Turn the manual switch above the main body of the 

faucet on or o? the faucet. 

    Put the hand or object in the sensor area, and the 

faucet will discharge water automatically within 0.5 

seconds. Once left, the faucet will turn o? the water 

automatically in 1 second.

    The faucet will turn o? the water automatically 

when the washing time exceeds 1 minute or there 

are other objects in the induction area. If you want

to continue washing, you can move your hands or 

objects away and put them in again or use manual 

mode.

    The outlet pipe can rotates 360° freely; It is 

convenient to clean from all angles; The design

of upward spraying water facilitates brushing 

teeth and washing face.

Adjusting the water temperature:

Adjusting the water flow in automatic mode:

    If you want to increase the water temperature, turn

the thermostat handle backward; if you want tolower 

the water temperature, turn it forward. When the water 

temperature is properly adjusted, if there is no special 

requirement, it does not need to be  adjusted regularly.

    Remove the rubber cover and use a special hex wrench 

to adjust the built-in water control valve. Adjust the water 

flow according to the current water pressure and personal

preference. As you go clockwise, the amount of water 

decreases; When you go counterclockwise, the amount 

of water increases.

    The touch button can be used to temporarily close the automatic 

water outlet mode. The specific operation is as follows:

1. Be touched gently, the indicator light is on, the automatic

    water outlet mode will be temporarily closed;

2. Being touched again, the indicator light is on and the

    automatic water outlet mode is restored.

3. If it is not touched again, the faucet will return to its 

    automatic water outlet mode after 10 minutes.

1. Set the sensing distance as needed.

2. Control the opening and closing of the touch button function.

Operation method of the remote control:

1. The remote control is pointed at the sensor (be careful not to 

     be under the faucet to avoid being flushed by water).

2. Press the required function button. When the indicator light 

    of the remote control and the sensor indicator light are on at

    the same time, the sensor will continuously flash the indicator 

    light and complete the setting.
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    Use 2  AAA alkaline batteries for the remote control. Remove the batteries 
when not in use to avoid battery corrosion and damage to the remote control.

Note: 

07 DIRECTIONS FOR USE

Maintenance of sensor:

    When the sensor probe is too dirty to be used properly, the 

internal cleaning can be conducted in the following steps:

1. Unplug the power plug.

2. Press the top Angle of the sensor, and the bottom of the 

    sensor will turn up.

3. Grab the sensor, pull out horizontally and take it out easily.

4. Use a screwdriver to pry o? the clamping position on both

    sides of the sensor and remove the cover of the sensor.

5. Clean the internal probe and cover of the sensor, and 

    assemble them in original condition.

6. Push the sensor horizontally into the tap, and the magnetic 

    force  will absorb and fix it.

    The sensor can work normally by wiping the sensor surface and probe 

with a dry cloth. No special dirt, no need to disassemble and clean.

Note: 

Note:  When the automatic mode fails, the water regulating valve can be 

           closed for maintenance. At this point, the manual  mode can still

           be used normally to ensure the use without interruption.

Note: If this phenomenon is unresolved, Please clean the aerator B.
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